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ACTIVATION DURING SLEEP MODE

CAUTIONS:
During communication period (Send appears), 
the sleep function is disabled.

RESETTING THE WRENCH

 Press together will reset the wrench.
 If the wrench does not function normally,

press together to reset the wrench.

LOW BATTERY VOLTAGE PROTECTION

 If the battery serial voltage is in low voltage
status, the wrench will display a battery symbol
and then turn off after a while.

WHEN CHANGING THE TYPE OF HEAD

 If you use a different head with the wrench, the 
reading on the display will be different for the 
different length of the head. Please refer to the 
following explanation.

 Reference dimension for each model：

Model L2(mm) L3(mm)
WPC2-030 29 131.6
WPC3-030 29 131.6
WPC3-060 29 131.6
WPC3-085 29 174.6

 The wrench will auto sleep after about 5 minutes
of being idle for power saving. Press    to
wake up the wrench from sleep mode.

D: The set torque
D1: The actual torque applied to the nut.
L1: The extended length 
L2: The normal length
L3: The length from the fitting pin to the 

calibration point.

D = D1 * (L3+L1) / (L3+L2)

Calibration Point

SETUP

STEP 1: PRE-SETTING NO.

Note: 

1. If is displayed, that means the wrench has 
applied more than 110% of the specified torque.

2. The maximum number of Pre-sets is 9.
3. The “Pre-setting No.” is cyclic.  

*Note1, 2, 3

Pre-setting No.: M1

Press 

Press 

Pre-setting No.: M2
‧

‧

‧

4

21 3

Unit Selection/Setting

3 Pre-setting No.

2

1 Power On/Clear

4 Up/Down Button

Pre-setting No.: M2

Pre-setting No.: M9

SETUP
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STEP 2: UNIT SELECTION

STEP 3: SET TORQUE VALUE

Note:
1. The “Unit Selection” is cyclic.

Pre-setting Torque Value

Decrease Target Torque Value

Press 

Press 

Increase Target Torque Value

Pre-setting Unit: N-m

Press 

Unit Selection: kg-cm

Unit Selection: in-lb

Unit Selection: ft-lb

Press 

Press 

[Type here] 

STEP  4: PEAK HOLD /TRACK MODE 
SELECTION

Note: 
1. Please skip this procedure and continue to the next step.

Set Peak/Track Mode

Press 

Set Peak/Track Mode

Record No.

*Note 1

Track Mode

Long Press 

Peak Hold Mode

Clear Record

Press 

*Note 1

Press  for Selection

Press 
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TRACK MODE OPERATION
TRACK MODE OPERATION

Buzzer

(((((((( ))))))))         (((((((          )))))))

Apply Torque 

Current Torque Value 

Current Torque Value 

*Note 1

START

(System initial)

((…((… …))…))   ((…((… …)) …))
Buzzer

Red LED
Approached Target Torque

Setting Target Torque

Green LED
Reach 80% of Target Torque

Reach Target Torque

Reach 80% of Target Torque

*Note 3

*Note 2

Note: 

1. If is displayed, that means the wrench has applied
more than 110% of the specified torque.

2. When 80% of the target torque is reached, the green LED will 
begin to flash and the alarm tone will beep intermittently.

3. When the target torque is approached, the alarm will change to 
a steady tone and the green LED will stop flashing and stay on. 
The red LED will also illuminate.

PEAK MODE OPERATION

[Type here] 

PEAK HOLD MODE OPERATION

Red LED
Approached Target Torque

Buzzer

(((((((( ))))))))         (((((((          )))))))

Reach Target Torque

Current Torque Value
(Peak Hold)

START

Apply Torque 

((…((… …))…))   ((…((… …)) …))
Buzzer Green LED

Reach 80% of Target Torque

Flashing

Apply Torque 

Released

Setting Target Torque

Reach 80% of Target Torque

Recording

*Note 2

*Note 1

(System initial)

*Note 3

*Note 4

Note: 

1. If is displayed, that means the wrench has applied
more than 110% of the specified torque.

2. If is displayed, that means the wrench’s memory
is full and the next value record cannot be stored. Please refer 
to the “Peak Hold Mode Recorded Value Review” section to 
clear the memory records. 

3. When 80% of the target torque is reached, the green LED 
will begin to flash and the alarm tone will beep intermittently.

4. When the target torque is approached, the alarm will change to 
a steady tone and the green LED will stop flashing and stay 
on. The red LED will also illuminate. 
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Peak Hold Mode Recorded Value Review

Note: 
1. The “Peak Hold” mode recorded value review can also be

operated from the “Track” mode operation.

2. If you operate in the “Peak Hold” mode, the display will 

show and you can go on to the next step.

3. If the record is empty, it will show .

4. This function is not supported on all model types.
5. Communication mode is for uploading recorded data to PC.
6. Communication mode is also for calibration of the torque

wrench. Please contact your local dealer for more information. 

Press

Peak Hold/Track Mode

Set Peak/Track Mode

Auto Change

Record No.

*Note 2

Record Value

Long Press

Press

Communication

*Note 3

*Note 1

Clear Record

Press

Peak Hold /Track Mode

No
(Give up)

*Note4, 5, 6

(Exit)

Communication

Deleted

(Clear)
Yes

Press

Peak Hold Mode Recorded
Value Review
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