W] YELLOW
JACKET P51-870 TITAN® Firmware Updater for MacOS

INSTRUCTIONS:
1. Click the link below or type this URL into your web browser:
http://www.yellowjacket.com/downloads/mac/yijflash/yiflash.zip
2. Download the YJFlash.zip file.
3. Using the Finder on your MacOS computer, go to the Downloads folder and double-click on the YJFlash.zip
file. This will extract the YJFlash app and place it in the Downloads folder.

4. Double-click the YJFlash iconu to run the app. If you choose, you can drag the icon onto your

desktop or other location for easier future access.
5. You may receive a warning about opening an app developed by an unidentified developer like the
screenshots below.

“YJFlash.app” can’t be opened because “YJFlash” can't be opened because it is
’ . Apple cannot check it for malicious from an unidentified developer.
\ software. i . ,
Y Your security preferences allow installation of only

This software needs to be updated. Contact the - apps from the App Store and identified developers.
developer for more information.

mail.google.com drive.google.com

? Show in Finder

6. If you receive one of these messages, = e
navigate to System Preferences> Security
and Privacy>General. Click “Open Anyway”

Alogin password has been set for this user [ Change Password...
to allow the YJFlash app to run. Return to @ Require paseword (EHREERIIING srter siesp o screen saver begins
the YJFlash app and double-click the icon to
open the app.

General  FileVault  Firewall Privacy

Allow apps downloaded from:

“YJFlash” was blocked from opening because it is not from an Open Anyway
identified developer.

7. Using the drop-down menu, select “P51 Application” and follow the on-screen instructions to perform the
P51 Application (USB) update.

P51 Application ¢

~With the P51-870 powered OFF, hold the power button for about 8 seconds and release it
when the indicator light goes from blue to red. Upon release of the power button, the
indicator light should be purple. If the power button is not released fast enough, the
indicator light will turn off and the above procedure should be repeated until the purple light
appears.

-Plug the P51-870 into this computer using the provided USB cable.

~Click the “Update” button. When the update is complete, the P51-870 will power cycle and
retur to the session selection screen.

-Disconnect the P51-870 from this computer and access the P51-870 general settings to
confirm that the Firmware version displayed is “3.01" or higher.

-If you have not yet performed the Radio Firmware update, select “P51 Radio” from the
drop-down menu, otherwise you are finished.

Update

Update Complete



8. Using the drop-down menu, select “P51 Radio” and follow the on-screen instructions to perform the P51
Radio Firmware update.
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P51 Radio B
-Power ON your P51-870 and make sure it is within the Bluetooth range of this computer.
The device will appear in the available devices list once powered on.

-Identify the device to be updated by its Bluetooth ID (Name). Select the device and click
the “Update” button.

-Once the update is complete, confirm that the Radio version displayed in the list of
available devices is “03.01" or higher.

-If you have not yet performed the Application Firmware update, select “P51 Application”
from the drop-down menu, otherwise you are finished.

Name RSS! Version

YJP51-7350-0735 -60 03.01

The YJFlash application will also update radio firmware for other YJACK™ devices. The drop-down menu shows
the other devices which can be updated (see also YJACK PATH® update instructions).
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YJACK PATH B

computer. The device will appear in the available devices list once powered on.

-Identify the device to be updated by its Bluetooth ID (Name). Select the device and click

|
|
|
-Power ON your PATH device and make sure it is within the Bluetooth range of this |
|
|
the “Update” button. |

-Once the update is complete, confirm that the Radio version displayed in the list of |
available devices is "04.00" or higher.

Name RSS! Version

YJEXT-1946-9021 -35 04.00

NOTE: On newer versions of MacOS, you may need to allow "Input Monitoring" in System Preferences>
Security and Privacy> Privacy. This is due to the USB communications used during the firmware update.



